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Loudspeaker cables are among the least understood yet mandatory components of
an audio system. How cables work and interact with loudspeaker and amplifier is often
based more on presumption and speculation than on fact. The literature on loudspeaker
cable behavior and effects is minimal. Measurements were made with 12 cables covering
a variety of geometries, gauges, and types. The measured data indicate distinct differences
among the cables as frequency-dependent impedance, subtle response variations with
loudspeakers, and reactance interactions between amplifier, cable, and loudspeaker.
In some cases the effects of the amplifier overwhelm the cable's effects. Mathematical
models that provide insight into the interaction mechanisms were constructed and
compared to the measured data.

0 INTRODUCTION are much too long compared to the length of the cables);
phase shift and dispersion effects are too small to be

A variety of specialty loudspeaker cables can be audible (typically less than 0.3 deg/m at 20 kHz, and
found advertised in almost any audio magazine from the differences of less than 60 ns/m for most cables between

last 10 years. All promise the same result--better 100 Hz and 10 kHz); and the skin effect has only a
sound--yet they span the gamut of electrical charac- small effect on heavy conductors (skin depth in copper
teristics, geometries, and materials. How loudspeaker at 20 kHz is 0.5 mm).

cables work is often based more on presumption and It is no secret that loudspeakers offer a complex load
speculation than on fact. Few articles are published to the amplifier [12]-[13]. While an isolated loud-
exploring the behavior of these mandatory components speaker is predominantly inductive, the complex
in journals [ 1] and popular magazines [2]- [6]. Debates impedance of most loudspeaker systems with multiple
continue on computer network newsgroups on audio drivers and passive crossover networks exhibits both
[7]. "White papers" available from manufacturers (but negative and positive phase angles at given frequencies,
otherwise unpublished) are frequently more marketing indicating capacitive reactance as well as inductive
than science [8]-[11]. reactance, l Otala and Huttunen [13] show that given

Using a simplistic view of how loudspeakers and complex waveforms, commercial loudspeakers require
cables work, conventional wisdom would suggest that up to 6.6 times more current than an 8-,0, resistor for
since loudspeakers exhibit a low impedance (nominally the same waveform, suggesting a dynamic impedance
4-8 f_), then the cable should have even lower resist- as low as 1.2 g_.
ance. As a result, "monster" cables were introduced. The ideal loudspeaker cable should transfer all audio

Then a more complex view of cables emerged, sug- frequencies into any loudspeaker load with flat voltage
gesting that loudspeaker cables would perform better response. Real cables will always show some loss due
with less capacitance or more inductance, or the skin to resistance, but better cables will both minimize this
effect, phase shift, and dispersion were veiling high loss and still transfer all frequencies unscathed. The
frequencies, or they behaved like transmission lines, acoustical result will depend on many factors, but the
These factors are the essence of 'high-end' cables, electrical interaction of loudspeaker, amplifier, and

Greiner addressed some of these issues in his papers cable forms an essential foundation. This engineering
[1]-[3]. In short, he proposes that loudspeaker cables

are not transmission lines (audio frequency wavelengths _ Some issues of Audio that illustrate Nyquist plots of
loudspeakers' complex impedances are vol. 74, p. 100 (1990

* Manuscript received 1990 August 21; revised 1990 De- Nov.); vol. 74, p. 94 (1990 Aug.); vol. 73, p. 111 (1989
cember24. June);vol.73,pp.88,108(1989Sept.).
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report examines the mechanisms for this interaction exactly the same rate of speed," hence the name constant
and shows how it can affect the response of the system, velocity transmission (CVT). Two groups of three Vari-

Lay bundles form the two main conductors, with a

1 SAMPLE OF CABLES TESTED coaxial cable connected in an unknown fashion (due
to potting compound) inside a proprietary coupler at

The sample of cables gathered for this test represents the amplifier end. At $419 per meter, the most expensive
a variety of commonly and uncommonly available wire. cable tested. Equivalent to 12 AWG.
Most of the samples were 3.1 m in length. Some are 9) Kimber 8LPC. Very similar to sample 5, except
very expensive (over $419 per meter), others cheap eight independent wires, woven in a flat cable, Teflon
($1.91 per meter), and some are not loudspeaker cables insulation. Each individual wire is equivalent to 19
at all. This is not an exhaustive examination of every AWG, and is composed of seven strands of variable

loudspeaker cable available. The following is a brief gauge from 31 AWG to 24 AWG. Equivalent to 10
description of each type with sample numbers as they AWG.
appear in Figs. 1-3. They are presented in order of 10) Kimber 4PR. An unusual cable made from eight
ascending resistance per meter. When known, the or- independent wires of 23 AWG (7'31) braided together,
ganization of the strands is shown in parentheses as PVC insulation. Equivalent to 14 AWG.
(quantity*gauge). Unspecified gauges were estimated 11) Spectra-Strip 843-191-2811-036 Ribbon Cable.
from conductor diameter and resistance. Abbreviated 191-036. Made of 36 wires of 28 AWG

1) Levinson HFIOC. Many very small copper strands (7'36), arranged in a flat ribbon; intended for digital

in two parallel conductors (each about 6.4 mm in di- interconnections. The least expensive cable tested at
ameter) spaced about 12.7 mm apart (between centers $1.91 per meter. Equivalent to about 15 AWG.
of the conductors). Approximately 3 AWG. Extremely 12) Belden 19123. 18 AWG (41'34) "zip" (lamp)
flexible for such a heavy conductor, cord. Brown PVC insulation, parallel construction.

2) Auto Jumper Cables. Literally from the garage.

Two thick parallel (9.5-mm diameter) conductors of 2 ELECTRICAL PARAMETERS OF CABLE
approximately 7 AWG (!9'20). SAMPLES

3) Krell "The Path." Independent wires of about
15.9-mm diameter, each of complex layer construction. The standard electrical parameters of the cables were
The conductor is 4.8 mm in diameter, the remainder measured with an ESI model 252 impedance meter and
· :.... ,_,:^_ ,, t. ......... _ _ ,;.h,_.. ,..,;o,_._ ..... ,:_A ,^ I ,,m..m....... ], ..... t. ..... · Fig[Jl iiUiill_Iiii_._U L[I I Ilet._ 1_,3UIL_3 (Jtl_ ,311t_*Wll ]n s. lis lll_UlatlUll, tt Haa _cvctal groups L,_,,L,2 _.,.._,_u
very thin enameled wires wound in helices around 3. It is resistance, capacitance, and inductance that
heavier enameled wires. (This construction is similar will decide the performance of the cable, since exotic
to Music Interface Technologies' "Vari-Lay" and materials and layer geometries can only affect these
Monster Cable "Time Correct"). All conductors are fundamental characteristics.

soldered together at each end with heavy, crimped ter- Cable resistance in milliohms per meter is shown in
minations. Approximately 5 AWG. They are labeled Fig. 1 (remember that this includes the resistance of
"transconductant speaker cable." both conductors). Resistance is not a major factor in

4) AudioQuest Green "Litz." Six conductors (ap- cables of reasonable length. Based on resistance alone,
proximately 10AWG) of many small enameled copper it would require about 23.4 m of 18 AWG cable to
wires, lightly twisted over a stranded plastic core, al- show -1 dBV drop with an 8-a load. 12 AWG seems
together about 12.7 mm in diameter. Equivalent to about more than adequate even for demanding systems, high
6 AWG.

5) Kimber 16LPC. These are 16 independent wires,
Resistance (milliohms per meter)

woven together in a flat cable, Teflon insulation· Each so
individual wire is equivalent to 19 AWG, and is com-
posed of seven strands of variable gauge from 31 AWG 4o-
to 24 AWG. Equivalent to 7 AWG.

6) Spectra-Strip 843-138-2601-064 Ribbon Cable. 3a-
Abbreviated 138-064. Made of 32 twisted pairs of 26
AWG wire (7'34), arranged in a flat ribbon. Intended
for high-speeddifferentialdigital data transmission. 20

Equivalenttoabout8AWG. _ _ _ _

7) Belden 9718. Belden's 12 AWG (65*30) loud- _0

speakerwirewithclearPVCinsulationandparallel _ _ _ _construction, like "zip" cord (sample 12). 0 _ _1 2 3 4 5 6 7 8 9 10 11 12
8) Music Interface Technologies' CVT. A large 18- Sample Number

mm diameter cable using MIT's Vari-Lay construction
(multiple conductors of different gauge and length). Fig. 1. Cable resistance in milliohms per meter. 1--HF10C;2--jumper; 3--Krell; 4--Litz; 5--16LPC; 6--138-064;
The manufacturer claims this will permit "all frequen- 7--9718; 8--CVT; 9--8LPC; 10--4PR; 11--191-036;
cies to travel through a given length of MIT cable at 12--19123.
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power levels, and reasonable lengths. The maximum with frequency which permits flatter voltage response.
current for 12 AWG wire with PVC insulation in an A current of 1 A at a given frequency will cause a
ambient temperature of 30°C, allowing for a 50°C tem- voltage difference equivalent to the magnitude of the
perature rise, is 36 A. This seems fine for audio ap- cable's impedance in ohms at that frequency. For this
plications, since 36 A into 8 l_ is greater than 7 kW test, a resistive load of 1.0 _ (with approximately 0.06-
rms (1.8 kW rms into 2 _). txH inductance) was driven at a current of 1.0 Arms

Fig. 2 shows the cable capacitance. As expected, at 12 frequencies between 30 Hz and 20 kHz. All mea-
flat cables show the highest capacitance (samples 6 and surements were made with a Fluke 8050A digital volt-
11), multiconductor cables less (samples 4, 5, 8, 9, meter and waveforms monitored on a Tektronix 2215

and 10), and two-conductor cables the least (samples oscilloscope. The amount of current was determined
1, 2, 3, 7, and 12). by driving the amplifier until the voltage across the

Fig. 3 shows the cable inductance. Cables with only load was 1.000 V rms at each frequency and for every
two separated conductors show the highest inductance, cable, thus removing frequency response variations from
while most multiwire cables show the lowest inductance, signal source, attenuator, and amplifier. The voltage
An exception is Music Interface Technologies' CVT difference from the output of the amplifier to the load
due to its construction, was then measured and recorded, and the impedance

calculated.

3 CABLE IMPEDANCE VERSUS FREQUENCY The results of these measurements are shown in Figs.
4 and 5 as cable impedance versus frequency, where

The impedance of a cable across the audio spectrum the value of impedance reflects the contribution of both
shows the influence of reactive and skin effects. Better conductors. Cables with the most constant impedance
cables will have a low impedance that remains constant were the flat cables with higher capacitance (Fig. 4,

138-064; Fig. 5, 191-036). Other multiconductor cables
such as Kimber 16LPC and AudioQuest Green Litz

Capacitance (nanofarads per meter)
2.s (Fig. 4, 16LPCandLitz)andthe lightergaugeKimber

8LPC and 4PR (Fig. 5, 8LPC and 4PR) display a small
2 impedancerise. Of the twoconductorcablestested,

1.5 Impedance (ohms per 3.1 meters)
0,6 : : : ::::: : : : ::::: : : : :::::

: : : : :::: : : : : :::: : : : : ::::

I

i iiii i iiii! ! ! ii ii:
0.5 0.3 ·

iiiii1 2 3 4 5 6 7 8 9 10 11 12 0.1 ............................... L-.................
SampleNumber o :, ............... *:

_o _oo moo loooo
Fig. 2. Cable capacitance in nanofarads per meter, l --HFIOC; Frequency (hertz)2--jumper; 3--Krell; 4--Litz; 5--16LPC; 6--138-064;
7--9718; 8--CVT; 9--8LPC; 10--4PR; 11--191-036; -- 1.HF10C _ 2. Jumper + 3.KreiI
t2--19123. --o- 4. litz ---x-- 5. 16LPG -_- 6.138-064

Fig. 4. Cable impedance versus frequency for cable samples
Inductance (microhenries per meter) 1-6.

1.6

1.4 Impedance(ohmsper 3.1 meters
: : : : :::: : : : : :::: : : : : ::::

1.2 :: i :: ::::::i:: i :: :: ::[iii :: i ::::i::::::

i ........................

7 :: :: :: iii:::: :: :: :: ii:::::: :: :: i i::ili
.......... !"'""'"i"T'T'F!'_ .......... "'"'"'"'"""Fi'!'i .......... '"'"!'"""!"!'T"_ ...........

0.8 : : : : :::: : : : : :::: : : : : ::::
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is #
0.2 ] : : ::::: : : _ _:::: : : : :::::

7J ........................o 7o loo 7000 70000
1 2 3 4 5 6 7 8 9 10 11 12 Frequency (hertz)

Sample Number
7. 9718 '-4'- 8. CVT --I1(-- 9. 8LPC

Fig. 3. Cable inductance in microhenrys per meter. 1-- --*- lO.4PR .-4¢-11.191-0;36 + 12.19123
HF10C; 2--jumper; 3--Krell; 4--Litz; 5--16LPC; 6--
138-064; 7--9718; 8--CVT; 9--8LPC; 10--4PR; 11-- Fig. 5. Cable impedance versus frequency for cable samples
191-036;12--19123. 7-12.
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12 AWG wires (Fig. 5, 9718 and CVT) performed the factored out, showing only the cable and loudspeaker
best, s'_nce both heavier and lighter gauges showed interactions. In Sec. 7, amplifier effects are included
greater high-frequency impedance. The complex layer with loudspeaker and cable effects for a total system
construction of the CVT cable has duplicated almost response.
exactly the impedance characteristics of the 12 AWG

Belden 9718 (Fig. 5, CVT and 9718; coefficient of 5 CABLE RESPONSE WITH LOUDSPEAKER
correlation = 0.997). LOADS

The effect of inductive reactance in this sample of
cables is far more significant than the skin effect. For Obviously, a loudspeaker can only perform to the
example, 3.1 m of the largest diameter cable sampled, quality of the electrical input to its terminals, so the
Levinson HF10C (sample 1), will show a 3.42 times best cable will show the flattest frequency response
increase in resistance at 20 kHz due to the skin effect,

but the inductive reactance will be 9.8 times greater
Impedance (ohms) Phase (degrees)thanresistanceat that frequency.Whendriving8 Flat 30 60: : : : :::: : : : : :::: : : : : ::::

........ :: i ::::::::::i i :: ii::::::::
20kHz through3.1 m, the skineffectalonewould 28 _ _; _ il iiii!_ i :! i._ i ill i i i i i iii 40

produce a drop of -0.044 dBV relative to 20 Hz, while i ;,..iiiiii _ _ :_..-'_'r-.i_ :: :: ::::::!::::

rheadrop of -0.43 dBV.combined reactance and skin effects would produce 2018 ii _ !ii:: '''':':''_i'ii'!ii"'"" ::..i.'""i i i_ _ __:'_.._!'"_!i ii:: :: :: ::::i i i iii:::::: _'02°i i i.m-_i: :: :: :: ::::::::::'.. :: :: :: ::::::::::'_

Higher cable capacitance will tend to reduce the lo i i i!i!!:?_--- -- :_ .........i _ i_ --20combined reactive component of the cable, thus low- _ _ ____ .....
ering cable impedance at high frequencies and im- s i} !ii i 111[iii} ii I iii i: : : :::::_fii i i _i y: : : :::::i": "i"!"i'i'_v-1_-.ll_-40

proving the high-frequency response. This effect is 0 i i i _iiii i i i i iii' i i i i iiii -60
10 100 1000 10000

contrary to the popular belief that high frequencies Frequency (hertz)

will be attenuated more with higher cable capacitance
[5], [8]. Such conclusions are drawn from a cable model ..*-. h,p_o.... --8 Phase

cnnqi_tinotvnfv.series resistance and shunt capacitance, ,.,_._:-6. ,,,ecu,n,.c"-'-AA..... a,,u'__,,,a_c--k...........,c_[,,,,,*c of ,,,uu,rcax_,_,l_"'_.... 1._. A.
but no series inductance. Spectra-Strip 138-064 (sample Note that frequencies are sampled and lines connecting data
6) showed the highest capacitance (6.847 nF for 3.1 points do not reflect valid data.
m), lowest inductance, and flattest cable impedance.
lIil_ll A_o;_naA n_l;_qavo ara n_f offa_taA hxr fla;e omn*_nf

....... Impedance (ohms) Phase (degrees)

of capacitance, but some amplifiers may become un- 30 :: :: ::::::iii :: i ::::::::ii : : :::: :: 6o
stable. 28 iI i!iI_!_i_!_i!ii _i_ii iiii !__iiiii}}ii 40

i i iiiiii i i illin--- i i iiii!:_
20 _ __ __ "5i iiii!i 20

4 TEST LOUDSPEAKER AND AMPLIFIER :: :: ::i i::i:: i :: ,r:: :::::::: : : · ..... _,
CHARACTERISTICS _s ! '_-.!!!!!! :/:_ _}_}ii _,..'_:'?-.._ii_/ oi i i_ii I _ ........... _".:!_........ Z i::::::.......:: i i _'..::i_ -20

10 ! !!!!!'5-} : : : ::::;i' : : : ::'x::

The impedance and phase characteristics of loud- s i :: ::i iii:: ........ i i ! i iiil -¢0
speakers A and B used in these tests are shown in Figs. i i i iiiii i i :_iiiil :: :: ::i::iii
6 and 7, measured at the same frequencies used in the o i i i iiii' i ii iiii' i ii i iiii_ -60o _aa _ooo _oooo
cable impedance test. Please note that the lines con- Frequency (hertz)

necting the data points in these graphs are intended to
"_" Impedance --a Phase

simplify reading the plot and do not reflect valid data
between the sampled frequencies. Loudspeaker A is a Fig. 7. Impedance and phase response of loudspeaker B.

Note that frequencies are sampled and lines connecting data
three-way design with an acoustic suspension woofer, points do not reflect valid data.
three dome midrange drivers, and three dome tweeter
drivers. It exhibits mostly capacitive reactance (negative
phase angle) at the frequencies sampled between 127 DampingFactor Response(dBV)

300 0.4

Hz and 12 kHz, with its lowest impedance of 4.8 fl i :_ i:: ::ii __'_...__,.._

above 8 kHz. Loudspeaker B is a two-way system with 280- :: :: :::::::::::: _ _ _ __ __ii i

;0_2

a bass reflex enclosure and dome tweeter. It shows 200 i !, ! i i iii _-, :: :: :: i::::::i "_ _ i: : ! i!_i' _+_+._0

:: _!_ i i i iiili ___:_:_'

much more inductive reactance (positive phase angle) _80_ i i i iiili i i i liill -0.2
........ _ i _ iii_,

than loudspeaker A around 1 kHz, and a capacitive _00 :: i i::i::ii : : :::::::: -0.4
reactance peak around 8 kHz. Its lowest impedance is so ! i i i i i il -o.6

5.8 fl around 500 Hz. o i i i i i i ii i i i i i i iii -0.8

Amplifier frequency response and damping factor _0 _oo _0oo _0oo0
are shown in Fig. 8. AmplifierA exhibits more sig- Frequency (hertz)

nificant frequency response variations and a large drop _ AmplifierAFreq. -+-- AmplifierBFreq.

in damping factor above 1 kHz. Amplifier B has a flat --_ AmplifierADamping + AmplifierElDampbg

frequency response and a high, almost linear damping Fig. 8. Frequency response and damping factor for amplifiers
factor. In Secs. 5 and 6, the effect of the amplifier is A and B.
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despite loudspeaker impedance or phase angle. The loudspeaker and cable resistive and reactive components
cable electrical response was measured using two corn- together. The cable is modeled at each frequency as a
mercial loudspeakers as a load. resistance in series with an inductive reactance using

A constant amplifier output of 1 V (0.00 dBV) was the measured values of resistance and inductance. The
used at each frequency to remove any variations due skin effect was calculated and applied to the resistance
to amplifier or signal source. The amplitude of the where appropriate. The capacitive component of the
voltage at the loudspeaker terminals was measured in cable is too small to have much influence at audible
dBV and recorded, frequencies, and is thus omitted from the model. The

The low-inductance multiconductor cables show the loudspeaker is modeled at each frequency as a resistance
most linear response (Fig. 9, Litz, 16LPC, and 138- in series with a reactance that can be either inductive
064; Fig. 10, aLPC, 4PR, and 191-036). Also note the or capacitive. The expression for the cable response at
relatively flat response of the 12 AWG cable with both the loudspeaker terminals for a given frequency is
loudspeakers (Figs. 10 and 1 1, 9718) when compared
to other two-wire cables (Figs. 9 and 11, HFIOC and V'R2 + X_

Krell). Another common effect is the high-frequency Vs(f) = Va(f) N/(R w + Rs)2 + (Xw + Xs)2
loss with the higher inductance two-conductor cables.

Fig. 9 also shows the interaction of a cable's inductive where
reactance with loudspeaker A's capacitive reactance
where the level rises above 0 dBV in the 1-kHz to 10- Vs(f) = voltage at loudspeaker terminals at fre-

kHz region. At this point the loudspeaker terminal quencyf
voltage has exceeded the amplifier's output. The cause Va(f) -- voltage at amplifier output at frequencyf
of this will become apparent with the loudspeaker cable Rw = cable resistance, including skin effect, at
modelintroducedin Sec. 6. frequencyf

Four cables representing a variety of types were tested Xw -- cable inductive reactance at frequencyf
with loudspeaker B (Fig, 1 1). Loudspeaker B shows Rs = loudspeaker resistance
inductive reactance and low impedance between 300 -+Xs = loudspeaker reactance at frequency f, in-

Hz and 3 kHz and the response dips. When the reactance ductive (+) or capacitive (-).

of loudspeaker B becomes capacitive around 8 kHz, it The response in dBV was found by taking the log-
shows the same rise with the more inductive cables

(HF10C and Krell).
Response (dBV per 5.1 meters)

0.1

Expressions for transmission lines (such as charac- -o.1- i i i _ -__ '_,_...._ '_._._d,._

teristic impedance, impedance matching, reflections) -0.2 ......iiili.......i}ii?ii.............i.....i......ii.iii..i___

do not fit audio applications, since the cable lengths -0.3 _iiiiiiiiiiiiiilliilillI iililiiI iiiiiiiiiiiiiiiiillIiiiiiilli ii iiiiiiiiiiiiiiiiiillIiiiiiiiiilili iiii_involved are minute fractions of the shortest audio -o.4 ........ ................
wavelength(about 16 km at 20 kHz in copper). This -0.s i i ;il;il i ; iiill _ J ; iilJl; __
is discussedthoroughly in Greiner [1]- [3]. 10 100 lOOO 10000

Therefore, cable and loudspeakershould be treated Frequency (hertz)

as lumped-circuit elements. The cable response model -+- ,. 97,8 -- 8.crt -*- 0.8L,c
in this engineering report is simple and is based on the -_- 10.4PR -o4-- 11.191-036 + 12.10123

ratio of the vector sum of the loudspeaker's resistive Fig. 10. Measured cable response with loudspeaker A for
and reactive components t_' the vector sum of both cable samples 7-12.

Response (dBV per 3.1 meters)Response (dBV per 3.1 meters) o.1 ........ : : : : :::: : : : : ::::
o._ : _ : :_::: _ ............... :: ! :: ::iiii _ _ i ii_!_ _ _ _ iiii_

_ti i:.:.:-_ :. :. :.i_:. .... :':.................

01iii o...................................-0.2 -0. - .........?"' "?" i'"!"! '!'!'!........... !"'"'?"' f' '?''!"!'!'! ..........?'"'i'"'!'"!"':"?'!'? ......

: : : ::::: : : : ::::: ! _ _ i_i

-0.3 -0. -.........!"'"Pi'"?i'i ..........i'"'"!"?i'ii'i'! ..........::'"":"i"':_"i'i'_.......
-0.4 ..........i.....i...-i.--i.i-i-i.i...........::-.....i...i.--::-.::..!.!.!..........i......::.-i--::-.i..::.::.i........ i i :: ::::::ii :: :: :: i ::::ii i :: i i ::::ii

i _ i i i i Z_ Z _ _ _ _ _ _i i i i _ _ i [ i -0. - ......... >'""_'"':"'_"_'_":'_ ........... :'"'"_"'_"':'":'+'_ .......... !'""?'"!"'?"?'_"?'i ........
........ : : : : :::: ........

-0.5 i i iiiiii i i iiiii' i i iiiii' :: i :: ::!::ii _ _ _iiii ] _ i_!ii!
10 100 IOO0 10000 -0.5 i i i i iiii i i i i iii' i i i i iiii __

Frequency (hertz) lO lOO looo mooo
Frequency (hertz)

---I--- 1.HF10C _ 2. Jumper _ 3, Krell

4. Utz + 5. 16LPC -_- 6. 138-064 + 1. HFIOC _ 3. Krell + 6. 138-064 + 7. 9718

Fig. 9. Measured cable response with loudspeaker A for cable Fig. 11. Measured cable response with loudspeaker B for
samples1-6. cablesamples1,3, 6, and7.
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